
ULTRA-PRECISION

WEAR RINGS
SERIES 202

.187" PISTON STYLE WEAR RING 
SIZE RANGE



SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S

202-1.500 -0.375-187 PA940-B 1.500 1.125 0.375 .187/.185
202-1.500 -0.500-187 PA940-B 1.500 1.125 0.500 .187/.185
202-1.500 -0.625-187 PA940-B 1.500 1.125 0.625 .187/.185
202-1.500 -0.750-187 PA940-B 1.500 1.125 0.750 .187/.185
202-1.500 -1.000-187 PA940-B 1.500 1.125 1.000 .187/.185
202-1.500 -1.250-187 PA940-B 1.500 1.125 1.250 .187/.185
202-1.500 -1.500-187 PA940-B 1.500 1.125 1.500 .187/.185
202-1.500 -1.750-187 PA940-B 1.500 1.125 1.750 .187/.185
202-1.500 -2.000-187 PA940-B 1.500 1.125 2.000 .187/.185

202-1.625 -0.375-187 PA940-B 1.625 1.250 0.375 .187/.185
202-1.625 -0.500-187 PA940-B 1.625 1.250 0.500 .187/.185
202-1.625 -0.625-187 PA940-B 1.625 1.250 0.625 .187/.185
202-1.625 -0.750-187 PA940-B 1.625 1.250 0.750 .187/.185
202-1.625 -1.000-187 PA940-B 1.625 1.250 1.000 .187/.185
202-1.625 -1.250-187 PA940-B 1.625 1.250 1.250 .187/.185
202-1.625 -1.500-187 PA940-B 1.625 1.250 1.500 .187/.185
202-1.625 -1.750-187 PA940-B 1.625 1.250 1.750 .187/.185
202-1.625 -2.000-187 PA940-B 1.625 1.250 2.000 .187/.185

202-1.750 -0.375-187 PA940-B 1.750 1.375 0.375 .187/.185
202-1.750 -0.500-187 PA940-B 1.750 1.375 0.500 .187/.185
202-1.750 -0.625-187 PA940-B 1.750 1.375 0.625 .187/.185
202-1.750 -0.750-187 PA940-B 1.750 1.375 0.750 .187/.185
202-1.750 -1.000-187 PA940-B 1.750 1.375 1.000 .187/.185
202-1.750 -1.250-187 PA940-B 1.750 1.375 1.250 .187/.185
202-1.750 -1.500-187 PA940-B 1.750 1.375 1.500 .187/.185
202-1.750 -1.750-187 PA940-B 1.750 1.375 1.750 .187/.185
202-1.750 -2.000-187 PA940-B 1.750 1.375 2.000 .187/.185

202-1.875 -0.375-187 PA940-B 1.875 1.500 0.375 .187/.185
202-1.875 -0.500-187 PA940-B 1.875 1.500 0.500 .187/.185
202-1.875 -0.625-187 PA940-B 1.875 1.500 0.625 .187/.185
202-1.875 -0.750-187 PA940-B 1.875 1.500 0.750 .187/.185
202-1.875 -1.000-187 PA940-B 1.875 1.500 1.000 .187/.185
202-1.875 -1.250-187 PA940-B 1.875 1.500 1.250 .187/.185
202-1.875 -1.500-187 PA940-B 1.875 1.500 1.500 .187/.185
202-1.875 -1.750-187 PA940-B 1.875 1.500 1.750 .187/.185
202-1.875 -2.000-187 PA940-B 1.875 1.500 2.000 .187/.185
202-2.000 -0.375-187 PA940-B 2.000 1.625 0.375 .187/.185
202-2.000 -0.500-187 PA940-B 2.000 1.625 0.500 .187/.185
202-2.000 -0.625-187 PA940-B 2.000 1.625 0.625 .187/.185
202-2.000 -0.750-187 PA940-B 2.000 1.625 0.750 .187/.185

PART NUMBER
-BC for butt cut -
SC for scarf cut
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-2.000 -1.000-187 PA940-B 2.000 1.625 1.000 .187/.185
202-2.000 -1.250-187 PA940-B 2.000 1.625 1.250 .187/.185
202-2.000 -1.500-187 PA940-B 2.000 1.625 1.500 .187/.185
202-2.000 -1.750-187 PA940-B 2.000 1.625 1.750 .187/.185
202-2.000 -2.000-187 PA940-B 2.000 1.625 2.000 .187/.185

202-2.125 -0.375-187 PA940-B 2.125 1.750 0.375 .187/.185
202-2.125 -0.500-187 PA940-B 2.125 1.750 0.500 .187/.185
202-2.125 -0.625-187 PA940-B 2.125 1.750 0.625 .187/.185
202-2.125 -0.750-187 PA940-B 2.125 1.750 0.750 .187/.185
202-2.125 -1.000-187 PA940-B 2.125 1.750 1.000 .187/.185
202-2.125 -1.250-187 PA940-B 2.125 1.750 1.250 .187/.185
202-2.125 -1.500-187 PA940-B 2.125 1.750 1.500 .187/.185
202-2.125 -1.750-187 PA940-B 2.125 1.750 1.750 .187/.185
202-2.125 -2.000-187 PA940-B 2.125 1.750 2.000 .187/.185

202-2.250 -0.375-187 PA940-B 2.250 1.875 0.375 .187/.185
202-2.250 -0.500-187 PA940-B 2.250 1.875 0.500 .187/.185
202-2.250 -0.625-187 PA940-B 2.250 1.875 0.625 .187/.185
202-2.250 -0.750-187 PA940-B 2.250 1.875 0.750 .187/.185
202-2.250 -1.000-187 PA940-B 2.250 1.875 1.000 .187/.185
202-2.250 -1.250-187 PA940-B 2.250 1.875 1.250 .187/.185
202-2.250 -1.500-187 PA940-B 2.250 1.875 1.500 .187/.185
202-2.250 -1.750-187 PA940-B 2.250 1.875 1.750 .187/.185
202-2.250 -2.000-187 PA940-B 2.250 1.875 2.000 .187/.185

202-2.000 -0.375-187 PA940-B 2.375 2.000 0.375 .187/.185
202-2.000 -0.500-187 PA940-B 2.375 2.000 0.500 .187/.185
202-2.000 -0.625-187 PA940-B 2.375 2.000 0.625 .187/.185
202-2.000 -0.750-187 PA940-B 2.500 2.125 0.750 .187/.185
202-2.000 -1.000-187 PA940-B 2.500 2.125 1.000 .187/.185
202-2.000 -1.250-187 PA940-B 2.500 2.125 1.250 .187/.185
202-2.000 -1.500-187 PA940-B 2.500 2.125 1.500 .187/.185
202-2.000 -1.750-187 PA940-B 2.500 2.125 1.750 .187/.185
202-2.000 -2.000-187 PA940-B 2.500 2.125 2.000 .187/.185

202-2.500 -0.375-187 PA940-B 2.500 2.125 0.375 .187/.185
202-2.500 -0.500-187 PA940-B 2.500 2.125 0.500 .187/.185
202-2.500 -0.625-187 PA940-B 2.500 2.125 0.625 .187/.185
202-2.500 -0.750-187 PA940-B 2.500 2.125 0.750 .187/.185
202-2.500 -1.000-187 PA940-B 2.500 2.125 1.000 .187/.185
202-2.500 -1.250-187 PA940-B 2.500 2.125 1.250 .187/.185
202-2.500 -1.500-187 PA940-B 2.500 2.125 1.500 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-2.500 -1.750-187 PA940-B 2.500 2.125 1.750 .187/.185
202-2.500 -2.000-187 PA940-B 2.500 2.125 2.000 .187/.185

202-2.625 -0.375-187 PA940-B 2.625 2.250 0.375 .187/.185
202-2.625 -0.500-187 PA940-B 2.625 2.250 0.500 .187/.185
202-2.625 -0.625-187 PA940-B 2.625 2.250 0.625 .187/.185
202-2.625 -0.750-187 PA940-B 2.625 2.250 0.750 .187/.185
202-2.625 -1.000-187 PA940-B 2.625 2.250 1.000 .187/.185
202-2.625 -1.250-187 PA940-B 2.625 2.250 1.250 .187/.185
202-2.625 -1.500-187 PA940-B 2.625 2.250 1.500 .187/.185
202-2.625 -1.750-187 PA940-B 2.625 2.250 1.750 .187/.185
202-2.625 -2.000-187 PA940-B 2.625 2.250 2.000 .187/.185

202-2.750 -0.375-187 PA940-B 2.750 2.375 0.375 .187/.185
202-2.750 -0.500-187 PA940-B 2.750 2.375 0.500 .187/.185
202-2.750 -0.625-187 PA940-B 2.750 2.375 0.625 .187/.185
202-2.750 -0.750-187 PA940-B 2.750 2.375 0.750 .187/.185
202-2.750 -1.000-187 PA940-B 2.750 2.375 1.000 .187/.185
202-2.750 -1.250-187 PA940-B 2.750 2.375 1.250 .187/.185
202-2.750 -1.500-187 PA940-B 2.750 2.375 1.500 .187/.185
202-2.750 -1.750-187 PA940-B 2.750 2.375 1.750 .187/.185
202-2.750 -2.000-187 PA940-B 2.750 2.375 2.000 .187/.185

202-2.875 -0.375-187 PA940-B 2.875 2.500 0.375 .187/.185
202-2.875 -0.500-187 PA940-B 2.875 2.500 0.500 .187/.185
202-2.875 -0.625-187 PA940-B 2.875 2.500 0.625 .187/.185
202-2.875 -0.750-187 PA940-B 2.875 2.500 0.750 .187/.185
202-2.875 -1.000-187 PA940-B 2.875 2.500 1.000 .187/.185
202-2.875 -1.250-187 PA940-B 2.875 2.500 1.250 .187/.185
202-2.875 -1.500-187 PA940-B 2.875 2.500 1.500 .187/.185
202-2.875 -1.750-187 PA940-B 2.875 2.500 1.750 .187/.185
202-2.875 -2.000-187 PA940-B 2.875 2.500 2.000 .187/.185

202-3.000 -0.375-187 PA940-B 3.000 2.625 0.375 .187/.185
202-3.000 -0.500-187 PA940-B 3.000 2.625 0.500 .187/.185
202-3.000 -0.625-187 PA940-B 3.000 2.625 0.625 .187/.185
202-3.000 -0.750-187 PA940-B 3.000 2.625 0.750 .187/.185
202-3.000 -1.000-187 PA940-B 3.000 2.625 1.000 .187/.185
202-3.000 -1.250-187 PA940-B 3.000 2.625 1.250 .187/.185
202-3.000 -1.500-187 PA940-B 3.000 2.625 1.500 .187/.185
202-3.000 -1.750-187 PA940-B 3.000 2.625 1.750 .187/.185
202-3.000 -2.000-187 PA940-B 3.000 2.625 2.000 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-3.125 -0.375-187 PA940-B 3.125 2.750 0.375 .187/.185
202-3.125 -0.500-187 PA940-B 3.125 2.750 0.500 .187/.185
202-3.125 -0.625-187 PA940-B 3.125 2.750 0.625 .187/.185
202-3.125 -0.750-187 PA940-B 3.125 2.750 0.750 .187/.185
202-3.125 -1.000-187 PA940-B 3.125 2.750 1.000 .187/.185
202-3.125 -1.250-187 PA940-B 3.125 2.750 1.250 .187/.185
202-3.125 -1.500-187 PA940-B 3.125 2.750 1.500 .187/.185
202-3.125 -1.750-187 PA940-B 3.125 2.750 1.750 .187/.185
202-3.125 -2.000-187 PA940-B 3.125 2.750 2.000 .187/.185

202-3.250 -0.375-187 PA940-B 3.250 2.875 0.375 .187/.185
202-3.250 -0.500-187 PA940-B 3.250 2.875 0.500 .187/.185
202-3.250 -0.625-187 PA940-B 3.250 2.875 0.625 .187/.185
202-3.250 -0.750-187 PA940-B 3.250 2.875 0.750 .187/.185
202-3.250 -1.000-187 PA940-B 3.250 2.875 1.000 .187/.185
202-3.250 -1.250-187 PA940-B 3.250 2.875 1.250 .187/.185
202-3.250 -1.500-187 PA940-B 3.250 2.875 1.500 .187/.185
202-3.250 -1.750-187 PA940-B 3.250 2.875 1.750 .187/.185
202-3.250 -2.000-187 PA940-B 3.250 2.875 2.000 .187/.185

202-3.375 -0.375-187 PA940-B 3.375 3.000 0.375 .187/.185
202-3.375 -0.500-187 PA940-B 3.375 3.000 0.500 .187/.185
202-3.375 -0.625-187 PA940-B 3.375 3.000 0.625 .187/.185
202-3.375 -0.750-187 PA940-B 3.375 3.000 0.750 .187/.185
202-3.375 -1.000-187 PA940-B 3.375 3.000 1.000 .187/.185
202-3.375 -1.250-187 PA940-B 3.375 3.000 1.250 .187/.185
202-3.375 -1.500-187 PA940-B 3.375 3.000 1.500 .187/.185
202-3.375 -1.750-187 PA940-B 3.375 3.000 1.750 .187/.185
202-3.375 -2.000-187 PA940-B 3.375 3.000 2.000 .187/.185

202-3.500 -0.375-187 PA940-B 3.500 3.125 0.375 .187/.185
202-3.500 -0.500-187 PA940-B 3.500 3.125 0.500 .187/.185
202-3.500 -0.625-187 PA940-B 3.500 3.125 0.625 .187/.185
202-3.500 -0.750-187 PA940-B 3.500 3.125 0.750 .187/.185
202-3.500 -1.000-187 PA940-B 3.500 3.125 1.000 .187/.185
202-3.500 -1.250-187 PA940-B 3.500 3.125 1.250 .187/.185
202-3.500 -1.500-187 PA940-B 3.500 3.125 1.500 .187/.185
202-3.500 -1.750-187 PA940-B 3.500 3.125 1.750 .187/.185
202-3.500 -2.000-187 PA940-B 3.500 3.125 2.000 .187/.185

202-3.625 -0.375-187 PA940-B 3.625 3.250 0.375 .187/.185
202-3.625 -0.500-187 PA940-B 3.625 3.250 0.500 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-3.625 -0.625-187 PA940-B 3.625 3.250 0.625 .187/.185
202-3.625 -0.750-187 PA940-B 3.625 3.250 0.750 .187/.185
202-3.625 -1.000-187 PA940-B 3.625 3.250 1.000 .187/.185
202-3.625 -1.250-187 PA940-B 3.625 3.250 1.250 .187/.185
202-3.625 -1.500-187 PA940-B 3.625 3.250 1.500 .187/.185
202-3.625 -1.750-187 PA940-B 3.625 3.250 1.750 .187/.185
202-3.625 -2.000-187 PA940-B 3.625 3.250 2.000 .187/.185

202-3.750 -0.375-187 PA940-B 3.750 3.375 0.375 .187/.185
202-3.750 -0.500-187 PA940-B 3.750 3.375 0.500 .187/.185
202-3.750 -0.625-187 PA940-B 3.750 3.375 0.625 .187/.185
202-3.750 -0.750-187 PA940-B 3.750 3.375 0.750 .187/.185
202-3.750 -1.000-187 PA940-B 3.750 3.375 1.000 .187/.185
202-3.750 -1.250-187 PA940-B 3.750 3.375 1.250 .187/.185
202-3.750 -1.500-187 PA940-B 3.750 3.375 1.500 .187/.185
202-3.750 -1.750-187 PA940-B 3.750 3.375 1.750 .187/.185
202-3.750 -2.000-187 PA940-B 3.750 3.375 2.000 .187/.185

202-3.875 -0.375-187 PA940-B 3.875 3.500 0.375 .187/.185
202-3.875 -0.500-187 PA940-B 3.875 3.500 0.500 .187/.185
202-3.875 -0.625-187 PA940-B 3.875 3.500 0.625 .187/.185
202-3.875 -0.750-187 PA940-B 3.875 3.500 0.750 .187/.185
202-3.875 -1.000-187 PA940-B 3.875 3.500 1.000 .187/.185
202-3.875 -1.250-187 PA940-B 3.875 3.500 1.250 .187/.185
202-3.875 -1.500-187 PA940-B 3.875 3.500 1.500 .187/.185
202-3.875 -1.750-187 PA940-B 3.875 3.500 1.750 .187/.185
202-3.875 -2.000-187 PA940-B 3.875 3.500 2.000 .187/.185

202-4.000 -0.375-187 PA940-B 4.000 3.625 0.375 .187/.185
202-4.000 -0.500-187 PA940-B 4.000 3.625 0.500 .187/.185
202-4.000 -0.625-187 PA940-B 4.000 3.625 0.625 .187/.185
202-4.000 -0.750-187 PA940-B 4.000 3.625 0.750 .187/.185
202-4.000 -1.000-187 PA940-B 4.000 3.625 1.000 .187/.185
202-4.000 -1.250-187 PA940-B 4.000 3.625 1.250 .187/.185
202-4.000 -1.500-187 PA940-B 4.000 3.625 1.500 .187/.185
202-4.000 -1.750-187 PA940-B 4.000 3.625 1.750 .187/.185
202-4.000 -2.000-187 PA940-B 4.000 3.625 2.000 .187/.185

-0.375
202-4.125 -0.375-187 PA940-B 4.125 3.750 0.375 .187/.185
202-4.125 -0.500-187 PA940-B 4.125 3.750 0.500 .187/.185
202-4.125 -0.625-187 PA940-B 4.125 3.750 0.625 .187/.185
202-4.125 -0.750-187 PA940-B 4.125 3.750 0.750 .187/.185
202-4.125 -1.000-187 PA940-B 4.125 3.750 1.000 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-4.125 -1.250-187 PA940-B 4.125 3.750 1.250 .187/.185
202-4.125 -1.500-187 PA940-B 4.125 3.750 1.500 .187/.185
202-4.125 -1.750-187 PA940-B 4.125 3.750 1.750 .187/.185
202-4.125 -2.000-187 PA940-B 4.125 3.750 2.000 .187/.185

202-4.250 -0.375-187 PA940-B 4.250 3.875 0.375 .187/.185
202-4.250 -0.500-187 PA940-B 4.250 3.875 0.500 .187/.185
202-4.250 -0.625-187 PA940-B 4.250 3.875 0.625 .187/.185
202-4.250 -0.750-187 PA940-B 4.250 3.875 0.750 .187/.185
202-4.250 -1.000-187 PA940-B 4.250 3.875 1.000 .187/.185
202-4.250 -1.250-187 PA940-B 4.250 3.875 1.250 .187/.185
202-4.250 -1.500-187 PA940-B 4.250 3.875 1.500 .187/.185
202-4.250 -1.750-187 PA940-B 4.250 3.875 1.750 .187/.185
202-4.250 -2.000-187 PA940-B 4.250 3.875 2.000 .187/.185

202-4500 -0.375-187 PA940-B 4.500 4.125 0.375 .187/.185
202-4500 -0.500-187 PA940-B 4.500 4.125 0.500 .187/.185
202-4500 -0.625-187 PA940-B 4.500 4.125 0.625 .187/.185
202-4500 -0.750-187 PA940-B 4.500 4.125 0.750 .187/.185
202-4500 -1.000-187 PA940-B 4.500 4.125 1.000 .187/.185
202-4500 -1.250-187 PA940-B 4.500 4.125 1.250 .187/.185
202-4500 -1.500-187 PA940-B 4.500 4.125 1.500 .187/.185
202-4500 -1.750-187 PA940-B 4.500 4.125 1.750 .187/.185
202-4500 -2.000-187 PA940-B 4.500 4.125 2.000 .187/.185

202-4.750 -0.375-187 PA940-B 4.750 4.375 0.375 .187/.185
202-4.750 -0.500-187 PA940-B 4.750 4.375 0.500 .187/.185
202-4.750 -0.625-187 PA940-B 4.750 4.375 0.625 .187/.185
202-4.750 -0.750-187 PA940-B 4.750 4.375 0.750 .187/.185
202-4.750 -1.000-187 PA940-B 4.750 4.375 1.000 .187/.185
202-4.750 -1.250-187 PA940-B 4.750 4.375 1.250 .187/.185
202-4.750 -1.500-187 PA940-B 4.750 4.375 1.500 .187/.185
202-4.750 -1.750-187 PA940-B 4.750 4.375 1.750 .187/.185
202-4.750 -2.000-187 PA940-B 4.750 4.375 2.000 .187/.185

202-4.875 -0.375-187 PA940-B 4.875 4.500 0.375 .187/.185
202-4.875 -0.500-187 PA940-B 4.875 4.500 0.500 .187/.185
202-4.875 -0.625-187 PA940-B 4.875 4.500 0.625 .187/.185
202-4.875 -0.750-187 PA940-B 4.875 4.500 0.750 .187/.185
202-4.875 -1.000-187 PA940-B 4.875 4.500 1.000 .187/.185
202-4.875 -1.250-187 PA940-B 4.875 4.500 1.250 .187/.185
202-4.875 -1.500-187 PA940-B 4.875 4.500 1.500 .187/.185
202-4.875 -1.750-187 PA940-B 4.875 4.500 1.750 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-4.875 -2.000-187 PA940-B 4.875 4.500 2.000 .187/.185

202-5.000 -0.375-187 PA940-B 5.000 4.625 0.375 .187/.185
202-5.000 -0.500-187 PA940-B 5.000 4.625 0.500 .187/.185
202-5.000 -0.625-187 PA940-B 5.000 4.625 0.625 .187/.185
202-5.000 -0.750-187 PA940-B 5.000 4.625 0.750 .187/.185
202-5.000 -1.000-187 PA940-B 5.000 4.625 1.000 .187/.185
202-5.000 -1.250-187 PA940-B 5.000 4.625 1.250 .187/.185
202-5.000 -1.500-187 PA940-B 5.000 4.625 1.500 .187/.185
202-5.000 -1.750-187 PA940-B 5.000 4.625 1.750 .187/.185
202-5.000 -2.000-187 PA940-B 5.000 4.625 2.000 .187/.185

202-5.250 -0.375-187 PA940-B 5.250 4.875 0.375 .187/.185
202-5.250 -0.500-187 PA940-B 5.250 4.875 0.500 .187/.185
202-5.250 -0.625-187 PA940-B 5.250 4.875 0.625 .187/.185
202-5.250 -0.750-187 PA940-B 5.250 4.875 0.750 .187/.185
202-5.250 -1.000-187 PA940-B 5.250 4.875 1.000 .187/.185
202-5.250 -1.250-187 PA940-B 5.250 4.875 1.250 .187/.185
202-5.250 -1.500-187 PA940-B 5.250 4.875 1.500 .187/.185
202-5.250 -1.750-187 PA940-B 5.250 4.875 1.750 .187/.185
202-5.250 -2.000-187 PA940-B 5.250 4.875 2.000 .187/.185

202-5.500 -0.375-187 PA940-B 5.500 5.125 0.375 .187/.185
202-5.500 -0.500-187 PA940-B 5.500 5.125 0.500 .187/.185
202-5.500 -0.625-187 PA940-B 5.500 5.125 0.625 .187/.185
202-5.500 -0.750-187 PA940-B 5.500 5.125 0.750 .187/.185
202-5.500 -1.000-187 PA940-B 5.500 5.125 1.000 .187/.185
202-5.500 -1.250-187 PA940-B 5.500 5.125 1.250 .187/.185
202-5.500 -1.500-187 PA940-B 5.500 5.125 1.500 .187/.185
202-5.500 -1.750-187 PA940-B 5.500 5.125 1.750 .187/.185
202-5.500 -2.000-187 PA940-B 5.500 5.125 2.000 .187/.185

202-5.625 -0.375-187 PA940-B 5.625 5.250 0.375 .187/.185
202-5.625 -0.500-187 PA940-B 5.625 5.250 0.500 .187/.185
202-5.625 -0.625-187 PA940-B 5.625 5.250 0.625 .187/.185
202-5.625 -0.750-187 PA940-B 5.625 5.250 0.750 .187/.185
202-5.625 -1.000-187 PA940-B 5.625 5.250 1.000 .187/.185
202-5.625 -1.250-187 PA940-B 5.625 5.250 1.250 .187/.185
202-5.625 -1.500-187 PA940-B 5.625 5.250 1.500 .187/.185
202-5.625 -1.750-187 PA940-B 5.625 5.250 1.750 .187/.185
202-5.625 -2.000-187 PA940-B 5.625 5.250 2.000 .187/.185

202-5.750 -0.375-187 PA940-B 5.750 5.375 0.375 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-5.750 -0.500-187 PA940-B 5.750 5.375 0.500 .187/.185
202-5.750 -0.625-187 PA940-B 5.750 5.375 0.625 .187/.185
202-5.750 -0.750-187 PA940-B 5.750 5.375 0.750 .187/.185
202-5.750 -1.000-187 PA940-B 5.750 5.375 1.000 .187/.185
202-5.750 -1.250-187 PA940-B 5.750 5.375 1.250 .187/.185
202-5.750 -1.500-187 PA940-B 5.750 5.375 1.500 .187/.185
202-5.750 -1.750-187 PA940-B 5.750 5.375 1.750 .187/.185
202-5.750 -2.000-187 PA940-B 5.750 5.375 2.000 .187/.185

202-6000 -0.375-187 PA940-B 6.000 5.625 0.375 .187/.185
202-6000 -0.500-187 PA940-B 6.000 5.625 0.500 .187/.185
202-6000 -0.625-187 PA940-B 6.000 5.625 0.625 .187/.185
202-6000 -0.750-187 PA940-B 6.000 5.625 0.750 .187/.185
202-6000 -1.000-187 PA940-B 6.000 5.625 1.000 .187/.185
202-6000 -1.250-187 PA940-B 6.000 5.625 1.250 .187/.185
202-6000 -1.500-187 PA940-B 6.000 5.625 1.500 .187/.185
202-6000 -1.750-187 PA940-B 6.000 5.625 1.750 .187/.185
202-6000 -2.000-187 PA940-B 6.000 5.625 2.000 .187/.185

202-6.250 -0.375-187 PA940-B 6.250 5.875 0.375 .187/.185
202-6.250 -0.500-187 PA940-B 6.250 5.875 0.500 .187/.185
202-6.250 -0.625-187 PA940-B 6.250 5.875 0.625 .187/.185
202-6.250 -0.750-187 PA940-B 6.250 5.875 0.750 .187/.185
202-6.250 -1.000-187 PA940-B 6.250 5.875 1.000 .187/.185
202-6.250 -1.250-187 PA940-B 6.250 5.875 1.250 .187/.185
202-6.250 -1.500-187 PA940-B 6.250 5.875 1.500 .187/.185
202-6.250 -1.750-187 PA940-B 6.250 5.875 1.750 .187/.185
202-6.250 -2.000-187 PA940-B 6.250 5.875 2.000 .187/.185

202-6.375 -0.375-187 PA940-B 6.375 6.000 0.375 .187/.185
202-6.375 -0.500-187 PA940-B 6.375 6.000 0.500 .187/.185
202-6.375 -0.625-187 PA940-B 6.375 6.000 0.625 .187/.185
202-6.375 -0.750-187 PA940-B 6.375 6.000 0.750 .187/.185
202-6.375 -1.000-187 PA940-B 6.375 6.000 1.000 .187/.185
202-6.375 -1.250-187 PA940-B 6.375 6.000 1.250 .187/.185
202-6.375 -1.500-187 PA940-B 6.375 6.000 1.500 .187/.185
202-6.375 -1.750-187 PA940-B 6.375 6.000 1.750 .187/.185
202-6.375 -2.000-187 PA940-B 6.375 6.000 2.000 .187/.185

202-6.500 -0.375-187 PA940-B 6.500 6.125 0.375 .187/.185
202-6.500 -0.500-187 PA940-B 6.500 6.125 0.500 .187/.185
202-6.500 -0.625-187 PA940-B 6.500 6.125 0.625 .187/.185
202-6.500 -0.750-187 PA940-B 6.500 6.125 0.750 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-6.500 -1.000-187 PA940-B 6.500 6.125 1.000 .187/.185
202-6.500 -1.250-187 PA940-B 6.500 6.125 1.250 .187/.185
202-6.500 -1.500-187 PA940-B 6.500 6.125 1.500 .187/.185
202-6.500 -1.750-187 PA940-B 6.500 6.125 1.750 .187/.185
202-6.500 -2.000-187 PA940-B 6.500 6.125 2.000 .187/.185

202-6.750 -0.375-187 PA940-B 6.750 6.375 0.375 .187/.185
202-6.750 -0.500-187 PA940-B 6.750 6.375 0.500 .187/.185
202-6.750 -0.625-187 PA940-B 6.750 6.375 0.625 .187/.185
202-6.750 -0.750-187 PA940-B 6.750 6.375 0.750 .187/.185
202-6.750 -1.000-187 PA940-B 6.750 6.375 1.000 .187/.185
202-6.750 -1.250-187 PA940-B 6.750 6.375 1.250 .187/.185
202-6.750 -1.500-187 PA940-B 6.750 6.375 1.500 .187/.185
202-6.750 -1.750-187 PA940-B 6.750 6.375 1.750 .187/.185
202-6.750 -2.000-187 PA940-B 6.750 6.375 2.000 .187/.185

202-7.000 -0.375-187 PA940-B 7.000 6.625 0.375 .187/.185
202-7.000 -0.500-187 PA940-B 7.000 6.625 0.500 .187/.185
202-7.000 -0.625-187 PA940-B 7.000 6.625 0.625 .187/.185
202-7.000 -0.750-187 PA940-B 7.000 6.625 0.750 .187/.185
202-7.000 -1.000-187 PA940-B 7.000 6.625 1.000 .187/.185
202-7.000 -1.250-187 PA940-B 7.000 6.625 1.250 .187/.185
202-7.000 -1.500-187 PA940-B 7.000 6.625 1.500 .187/.185
202-7.000 -1.750-187 PA940-B 7.000 6.625 1.750 .187/.185
202-7.000 -2.000-187 PA940-B 7.000 6.625 2.000 .187/.185

202-7.125 -0.375-187 PA940-B 7.125 6.750 0.375 .187/.185
202-7.125 -0.500-187 PA940-B 7.125 6.750 0.500 .187/.185
202-7.125 -0.625-187 PA940-B 7.125 6.750 0.625 .187/.185
202-7.125 -0.750-187 PA940-B 7.125 6.750 0.750 .187/.185
202-7.125 -1.000-187 PA940-B 7.125 6.750 1.000 .187/.185
202-7.125 -1.250-187 PA940-B 7.125 6.750 1.250 .187/.185
202-7.125 -1.500-187 PA940-B 7.125 6.750 1.500 .187/.185
202-7.125 -1.750-187 PA940-B 7.125 6.750 1.750 .187/.185
202-7.125 -2.000-187 PA940-B 7.125 6.750 2.000 .187/.185

202-7.250 -0.375-187 PA940-B 7.250 6.875 0.375 .187/.185
202-7.250 -0.500-187 PA940-B 7.250 6.875 0.500 .187/.185
202-7.250 -0.625-187 PA940-B 7.250 6.875 0.625 .187/.185
202-7.250 -0.750-187 PA940-B 7.250 6.875 0.750 .187/.185
202-7.250 -1.000-187 PA940-B 7.250 6.875 1.000 .187/.185
202-7.250 -1.250-187 PA940-B 7.250 6.875 1.250 .187/.185
202-7.250 -1.500-187 PA940-B 7.250 6.875 1.500 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-7.250 -1.750-187 PA940-B 7.250 6.875 1.750 .187/.185
202-7.250 -2.000-187 PA940-B 7.250 6.875 2.000 .187/.185

202-7.500 -0.375-187 PA940-B 7.500 7.125 0.375 .187/.185
202-7.500 -0.500-187 PA940-B 7.500 7.125 0.500 .187/.185
202-7.500 -0.625-187 PA940-B 7.500 7.125 0.625 .187/.185
202-7.500 -0.750-187 PA940-B 7.500 7.125 0.750 .187/.185
202-7.500 -1.000-187 PA940-B 7.500 7.125 1.000 .187/.185
202-7.500 -1.250-187 PA940-B 7.500 7.125 1.250 .187/.185
202-7.500 -1.500-187 PA940-B 7.500 7.125 1.500 .187/.185
202-7.500 -1.750-187 PA940-B 7.500 7.125 1.750 .187/.185
202-7.500 -2.000-187 PA940-B 7.500 7.125 2.000 .187/.185

202-7.750 -0.375-187 PA940-B 7.750 7.375 0.375 .187/.185
202-7.750 -0.500-187 PA940-B 7.750 7.375 0.500 .187/.185
202-7.750 -0.625-187 PA940-B 7.750 7.375 0.625 .187/.185
202-7.750 -0.750-187 PA940-B 7.750 7.375 0.750 .187/.185
202-7.750 -1.000-187 PA940-B 7.750 7.375 1.000 .187/.185
202-7.750 -1.250-187 PA940-B 7.750 7.375 1.250 .187/.185
202-7.750 -1.500-187 PA940-B 7.750 7.375 1.500 .187/.185
202-7.750 -1.750-187 PA940-B 7.750 7.375 1.750 .187/.185
202-7.750 -2.000-187 PA940-B 7.750 7.375 2.000 .187/.185

202-8.000 -0.375-187 PA940-B 8.000 7.625 0.375 .187/.185
202-8.000 -0.500-187 PA940-B 8.000 7.625 0.500 .187/.185
202-8.000 -0.625-187 PA940-B 8.000 7.625 0.625 .187/.185
202-8.000 -0.750-187 PA940-B 8.000 7.625 0.750 .187/.185
202-8.000 -1.000-187 PA940-B 8.000 7.625 1.000 .187/.185
202-8.000 -1.250-187 PA940-B 8.000 7.625 1.250 .187/.185
202-8.000 -1.500-187 PA940-B 8.000 7.625 1.500 .187/.185
202-8.000 -1.750-187 PA940-B 8.000 7.625 1.750 .187/.185
202-8.000 -2.000-187 PA940-B 8.000 7.625 2.000 .187/.185
202-8.000 -2.500-187 PA940-B 8.000 7.625 2.500 .187/.185
202-8.000 -3.000-187 PA940-B 8.000 7.625 3.000 .187/.185
202-8.000 -3.500-187 PA940-B 8.000 7.625 3.500 .187/.185
202-8.000 -4.000-187 PA940-B 8.000 7.625 4.000 .187/.185

202-8.250 -0.375-187 PA940-B 8.250 7.875 0.375 .187/.185
202-8.250 -0.500-187 PA940-B 8.250 7.875 0.500 .187/.185
202-8.250 -0.625-187 PA940-B 8.250 7.875 0.625 .187/.185
202-8.250 -0.750-187 PA940-B 8.250 7.875 0.750 .187/.185
202-8.250 -1.000-187 PA940-B 8.250 7.875 1.000 .187/.185
202-8.250 -1.250-187 PA940-B 8.250 7.875 1.250 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-8.250 -1.500-187 PA940-B 8.250 7.875 1.500 .187/.185
202-8.250 -1.750-187 PA940-B 8.250 7.875 1.750 .187/.185
202-8.250 -2.000-187 PA940-B 8.250 7.875 2.000 .187/.185
202-8.250 -2.500-187 PA940-B 8.250 7.875 2.500 .187/.185
202-8.250 -3.000-187 PA940-B 8.250 7.875 3.000 .187/.185
202-8.250 -3.500-187 PA940-B 8.250 7.875 3.500 .187/.185
202-8.250 -4.000-187 PA940-B 8.250 7.875 4.000 .187/.185

202-8.500 -0.375-187 PA940-B 8.500 8.125 0.375 .187/.185
202-8.500 -0.500-187 PA940-B 8.500 8.125 0.500 .187/.185
202-8.500 -0.625-187 PA940-B 8.500 8.125 0.625 .187/.185
202-8.500 -0.750-187 PA940-B 8.500 8.125 0.750 .187/.185
202-8.500 -1.000-187 PA940-B 8.500 8.125 1.000 .187/.185
202-8.500 -1.250-187 PA940-B 8.500 8.125 1.250 .187/.185
202-8.500 -1.500-187 PA940-B 8.500 8.125 1.500 .187/.185
202-8.500 -1.750-187 PA940-B 8.500 8.125 1.750 .187/.185
202-8.500 -2.000-187 PA940-B 8.500 8.125 2.000 .187/.185
202-8.500 -2.500-187 PA940-B 8.500 8.125 2.500 .187/.185
202-8.500 -3.000-187 PA940-B 8.500 8.125 3.000 .187/.185
202-8.500 -3.500-187 PA940-B 8.500 8.125 3.500 .187/.185
202-8.500 -4.000-187 PA940-B 8.500 8.125 4.000 .187/.185

202-8.750 -0.375-187 PA940-B 8.750 8.375 0.375 .187/.185
202-8.750 -0.500-187 PA940-B 8.750 8.375 0.500 .187/.185
202-8.750 -0.625-187 PA940-B 8.750 8.375 0.625 .187/.185
202-8.750 -0.750-187 PA940-B 8.750 8.375 0.750 .187/.185
202-8.750 -1.000-187 PA940-B 8.750 8.375 1.000 .187/.185
202-8.750 -1.250-187 PA940-B 8.750 8.375 1.250 .187/.185
202-8.750 -1.500-187 PA940-B 8.750 8.375 1.500 .187/.185
202-8.750 -1.750-187 PA940-B 8.750 8.375 1.750 .187/.185
202-8.750 -2.000-187 PA940-B 8.750 8.375 2.000 .187/.185

202-9.000 -0.375-187 PA940-B 9.000 8.625 0.375 .187/.185
202-9.000 -0.500-187 PA940-B 9.000 8.625 0.500 .187/.185
202-9.000 -0.625-187 PA940-B 9.000 8.625 0.625 .187/.185
202-9.000 -0.750-187 PA940-B 9.000 8.625 0.750 .187/.185
202-9.000 -1.000-187 PA940-B 9.000 8.625 1.000 .187/.185
202-9.000 -1.250-187 PA940-B 9.000 8.625 1.250 .187/.185
202-9.000 -1.500-187 PA940-B 9.000 8.625 1.500 .187/.185
202-9.000 -1.750-187 PA940-B 9.000 8.625 1.750 .187/.185
202-9.000 -2.000-187 PA940-B 9.000 8.625 2.000 .187/.185

202-9.250 -0.375-187 PA940-B 9.250 8.875 0.375 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-9.250 -0.500-187 PA940-B 9.250 8.875 0.500 .187/.185
202-9.250 -0.625-187 PA940-B 9.250 8.875 0.625 .187/.185
202-9.250 -0.750-187 PA940-B 9.250 8.875 0.750 .187/.185
202-9.250 -1.000-187 PA940-B 9.250 8.875 1.000 .187/.185
202-9.250 -1.250-187 PA940-B 9.250 8.875 1.250 .187/.185
202-9.250 -1.500-187 PA940-B 9.250 8.875 1.500 .187/.185
202-9.250 -1.750-187 PA940-B 9.250 8.875 1.750 .187/.185
202-9.250 -2.000-187 PA940-B 9.250 8.875 2.000 .187/.185

202-9.500 -0.375-187 PA940-B 9.500 9.125 0.375 .187/.185
202-9.500 -0.500-187 PA940-B 9.500 9.125 0.500 .187/.185
202-9.500 -0.625-187 PA940-B 9.500 9.125 0.625 .187/.185
202-9.500 -0.750-187 PA940-B 9.500 9.125 0.750 .187/.185
202-9.500 -1.000-187 PA940-B 9.500 9.125 1.000 .187/.185
202-9.500 -1.250-187 PA940-B 9.500 9.125 1.250 .187/.185
202-9.500 -1.500-187 PA940-B 9.500 9.125 1.500 .187/.185
202-9.500 -1.750-187 PA940-B 9.500 9.125 1.750 .187/.185
202-9.500 -2.000-187 PA940-B 9.500 9.125 2.000 .187/.185

202-9.750 -0.375-187 PA940-B 9.750 9.375 0.375 .187/.185
202-9.750 -0.500-187 PA940-B 9.750 9.375 0.500 .187/.185
202-9.750 -0.625-187 PA940-B 9.750 9.375 0.625 .187/.185
202-9.750 -0.750-187 PA940-B 9.750 9.375 0.750 .187/.185
202-9.750 -1.000-187 PA940-B 9.750 9.375 1.000 .187/.185
202-9.750 -1.250-187 PA940-B 9.750 9.375 1.250 .187/.185
202-9.750 -1.500-187 PA940-B 9.750 9.375 1.500 .187/.185
202-9.750 -1.750-187 PA940-B 9.750 9.375 1.750 .187/.185
202-9.750 -2.000-187 PA940-B 9.750 9.375 2.000 .187/.185

-0.375
202-10.000 -0.375-187 PA940-B 10.000 9.625 0.375 .187/.185
202-10.000 -0.500-187 PA940-B 10.000 9.625 0.500 .187/.185
202-10.000 -0.625-187 PA940-B 10.000 9.625 0.625 .187/.185
202-10.000 -0.750-187 PA940-B 10.000 9.625 0.750 .187/.185
202-10.000 -1.000-187 PA940-B 10.000 9.625 1.000 .187/.185
202-10.000 -1.250-187 PA940-B 10.000 9.625 1.250 .187/.185
202-10.000 -1.500-187 PA940-B 10.000 9.625 1.500 .187/.185
202-10.000 -1.750-187 PA940-B 10.000 9.625 1.750 .187/.185
202-10.000 -2.000-187 PA940-B 10.000 9.625 2.000 .187/.185

202-10.250 -0.500-187 PA940-B 10.250 9.875 0.500 .187/.185
202-10.250 -0.625-187 PA940-B 10.250 9.875 0.625 .187/.185
202-10.250 -0.750-187 PA940-B 10.250 9.875 0.750 .187/.185
202-10.250 -1.000-187 PA940-B 10.250 9.875 1.000 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-10.250 -1.250-187 PA940-B 10.250 9.875 1.250 .187/.185
202-10.250 -1.500-187 PA940-B 10.250 9.875 1.500 .187/.185
202-10.250 -1.750-187 PA940-B 10.250 9.875 1.750 .187/.185
202-10.250 -2.000-187 PA940-B 10.250 9.875 2.000 .187/.185

202-10.500 -0.500-187 PA940-B 10.500 10.125 0.500 .187/.185
202-10.500 -0.625-187 PA940-B 10.500 10.125 0.625 .187/.185
202-10.500 -0.750-187 PA940-B 10.500 10.125 0.750 .187/.185
202-10.500 -1.000-187 PA940-B 10.500 10.125 1.000 .187/.185
202-10.500 -1.250-187 PA940-B 10.500 10.125 1.250 .187/.185
202-10.500 -1.500-187 PA940-B 10.500 10.125 1.500 .187/.185
202-10.500 -1.750-187 PA940-B 10.500 10.125 1.750 .187/.185
202-10.500 -2.000-187 PA940-B 10.500 10.125 2.000 .187/.185
202-10.500 -2.500-187 PA940-B 10.500 10.125 2.500 .187/.185
202-10.500 -3.000-187 PA940-B 10.500 10.125 3.000 .187/.185
202-10.500 -3.500-187 PA940-B 10.500 10.125 3.500 .187/.185
202-10.500 -4.000-187 PA940-B 10.500 10.125 4.000 .187/.185

202-10.750 -0.500-187 PA940-B 10.750 10.375 0.500 .187/.185
202-10.750 -0.625-187 PA940-B 10.750 10.375 0.625 .187/.185
202-10.750 -0.750-187 PA940-B 10.750 10.375 1.000 .187/.185
202-10.750 -1.000-187 PA940-B 10.750 10.375 0.750 .187/.185
202-10.750 -1.250-187 PA940-B 10.750 10.375 1.250 .187/.185
202-10.750 -1.500-187 PA940-B 10.750 10.375 1.500 .187/.185
202-10.750 -1.750-187 PA940-B 10.750 10.375 1.750 .187/.185
202-10.750 -2.000-187 PA940-B 10.750 10.375 2.000 .187/.185

202-11.000 -0.500-187 PA940-B 11.000 10.625 0.500 .187/.185
202-11.000 -0.625-187 PA940-B 11.000 10.625 0.625 .187/.185
202-11.000 -0.750-187 PA940-B 11.000 10.625 0.750 .187/.185
202-11.000 -1.000-187 PA940-B 11.000 10.625 1.000 .187/.185
202-11.000 -1.250-187 PA940-B 11.000 10.625 1.250 .187/.185
202-11.000 -1.500-187 PA940-B 11.000 10.625 1.500 .187/.185
202-11.000 -1.750-187 PA940-B 11.000 10.625 1.750 .187/.185
202-11.000 -2.000-187 PA940-B 11.000 10.625 2.000 .187/.185

202-11.250 -0.500-187 PA940-B 11.500 11.125 0.500 .187/.185
202-11.250 -0.625-187 PA940-B 11.500 11.125 0.625 .187/.185
202-11.250 -0.750-187 PA940-B 11.500 11.125 0.750 .187/.185
202-11.250 -1.000-187 PA940-B 11.500 11.125 1.000 .187/.185
202-11.250 -1.250-187 PA940-B 11.500 11.125 1.250 .187/.185
202-11.250 -1.500-187 PA940-B 11.500 11.125 1.500 .187/.185
202-11.250 -1.750-187 PA940-B 11.500 11.125 1.750 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-11.250 -2.000-187 PA940-B 11.500 11.125 2.000 .187/.185

202-11.750 -0.500-187 PA940-B 11.750 11.375 0.500 .187/.185
202-11.750 -0.625-187 PA940-B 11.750 11.375 0.625 .187/.185
202-11.750 -0.750-187 PA940-B 11.750 11.375 0.750 .187/.185
202-11.750 -1.000-187 PA940-B 11.750 11.375 1.000 .187/.185
202-11.750 -1.250-187 PA940-B 11.750 11.375 1.250 .187/.185
202-11.750 -1.500-187 PA940-B 11.750 11.375 1.500 .187/.185
202-11.750 -1.750-187 PA940-B 11.750 11.375 1.750 .187/.185
202-11.750 -2.000-187 PA940-B 11.750 11.375 2.000 .187/.185

202-12.000 -0.500-187 PA940-B 12.000 11.625 0.500 .187/.185
202-12.000 -0.625-187 PA940-B 12.000 11.625 0.625 .187/.185
202-12.000 -0.750-187 PA940-B 12.000 11.625 0.750 .187/.185
202-12.000 -1.000-187 PA940-B 12.000 11.625 1.000 .187/.185
202-12.000 -1.250-187 PA940-B 12.000 11.625 1.250 .187/.185
202-12.000 -1.500-187 PA940-B 12.000 11.625 1.500 .187/.185
202-12.000 -1.750-187 PA940-B 12.000 11.625 1.750 .187/.185
202-12.000 -2.000-187 PA940-B 12.000 11.625 2.000 .187/.185

202-12.250 -0.500-187 PA940-B 12.250 11.875 0.500 .187/.185
202-12.250 -0.625-187 PA940-B 12.250 11.875 0.625 .187/.185
202-12.250 -0.750-187 PA940-B 12.250 11.875 0.750 .187/.185
202-12.250 -1.000-187 PA940-B 12.250 11.875 1.000 .187/.185
202-12.250 -1.250-187 PA940-B 12.250 11.875 1.250 .187/.185
202-12.250 -1.500-187 PA940-B 12.250 11.875 1.500 .187/.185
202-12.250 -1.750-187 PA940-B 12.250 11.875 1.750 .187/.185
202-12.250 -2.000-187 PA940-B 12.250 11.875 2.000 .187/.185

202-12.500 -0.500-187 PA940-B 12.500 12.125 0.500 .187/.185
202-12.500 -0.625-187 PA940-B 12.500 12.125 0.625 .187/.185
202-12.500 -0.750-187 PA940-B 12.500 12.125 0.750 .187/.185
202-12.500 -1.000-187 PA940-B 12.500 12.125 1.000 .187/.185
202-12.500 -1.250-187 PA940-B 12.500 12.125 1.250 .187/.185
202-12.500 -1.500-187 PA940-B 12.500 12.125 1.500 .187/.185
202-12.500 -1.750-187 PA940-B 12.500 12.125 1.750 .187/.185
202-12.500 -2.000-187 PA940-B 12.500 12.125 2.000 .187/.185

202-12.750 -0.500-187 PA940-B 12.750 12.375 0.500 .187/.185
202-12.750 -0.625-187 PA940-B 12.750 12.375 0.625 .187/.185
202-12.750 -0.750-187 PA940-B 12.750 12.375 0.750 .187/.185
202-12.750 -1.000-187 PA940-B 12.750 12.375 1.000 .187/.185
202-12.750 -1.250-187 PA940-B 12.750 12.375 1.250 .187/.185
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SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-12.750 -1.500-187 PA940-B 12.750 12.375 1.500 .187/.185
202-12.750 -1.750-187 PA940-B 12.750 12.375 1.750 .187/.185
202-12.750 -2.000-187 PA940-B 12.750 12.375 2.000 .187/.185

202-13.000 -0.500-187 PA940-B 13.000 12.625 0.500 .187/.185
202-13.000 -0.625-187 PA940-B 13.000 12.625 0.625 .187/.185
202-13.000 -0.750-187 PA940-B 13.000 12.625 0.750 .187/.185
202-13.000 -1.000-187 PA940-B 13.000 12.625 1.000 .187/.185
202-13.000 -1.250-187 PA940-B 13.000 12.625 1.250 .187/.185
202-13.000 -1.500-187 PA940-B 13.000 12.625 1.500 .187/.185
202-13.000 -1.750-187 PA940-B 13.000 12.625 1.750 .187/.185
202-13.000 -2.000-187 PA940-B 13.000 12.625 2.000 .187/.185
202-13.000 -3.000-187 PA940-B 13.000 12.625 2.000 .187/.185

202-13.250 -0.500-187 PA940-B 13.250 12.875 0.500 .187/.185
202-13.250 -1.000-187 PA940-B 13.250 12.875 1.000 .187/.185
202-13.250 -2.000-187 PA940-B 13.250 12.875 2.000 .187/.185

202-13.500 -0.500-187 PA940-B 13.500 13.125 0.500 .187/.185
202-13.500 -1.000-187 PA940-B 13.500 13.125 1.000 .187/.185
202-13.500 -2.000-187 PA940-B 13.500 13.125 2.000 .187/.185
202-13.500 -3.000-187 PA940-B 13.500 13.125 3.000 .187/.185

202-13.750 -0.500-187 PA940-B 13.750 13.375 0.500 .187/.185
202-13.750 -1.000-187 PA940-B 13.750 13.375 1.000 .187/.185
202-13.750 -2.000-187 PA940-B 13.750 13.375 2.000 .187/.185

202-14.000 -0.500-187 PA940-B 14.000 13.625 0.500 .187/.185
202-14.000 -0.625-187 PA940-B 14.000 13.625 0.625 .187/.185
202-14.000 -0.750-187 PA940-B 14.000 13.625 0.750 .187/.185
202-14.000 -1.000-187 PA940-B 14.000 13.625 1.000 .187/.185
202-14.000 -1.500-187 PA940-B 14.000 13.625 1.500 .187/.185
202-14.000 -1.750-187 PA940-B 14.000 13.625 1.750 .187/.185
202-14.000 -2.000-187 PA940-B 14.000 13.625 2.000 .187/.185

202-14.250 -1.000-187 PA940-B 14.250 13.875 1.000 .187/.185
202-14.250 -1.500-187 PA940-B 14.250 13.875 1.500 .187/.185
202-14.250 -1.750-187 PA940-B 14.250 13.875 1.750 .187/.185
202-14.250 -2.000-187 PA940-B 14.250 13.875 2.000 .187/.185

202-14.500 -1.000-187 PA940-B 14.500 14.125 1.000 .187/.185

202-14.750 -1.000-187 PA940-B 14.750 14.375 1.000 .187/.185

Page 15  202-.187 WR PIST.



SERIES 202 3/16" C/S PISTON STYLE WEAR RING SIZES

COMPOUND BORE        O.D. I.D. WIDTH C/S
PART NUMBER
-BC for butt cut -
SC for scarf cut

202-15.000 -1.000-187 PA940-B 15.000 14.625 1.000 .187/.185
202-15.000 -1.500-187 PA940-B 15.000 14.625 1.500 .187/.185
202-15.000 -1.750-187 PA940-B 15.000 14.625 1.750 .187/.185
202-15.000 -2.000-187 PA940-B 15.000 14.625 2.000 .187/.185
202-15.000 -2.750-187 PA940-B 15.000 14.625 2.750 .187/.185

202-15.250 -1.000-187 PA940-B 15.250 14.875 1.000 .187/.185

202-15.500 -1.000-187 PA940-B 15.500 15.125 1.000 .187/.185

202-15.750 -1.000-187 PA940-B 15.750 15.375 1.000 .187/.185

202-16.000 -1.000-187 PA940-B 16.000 15.625 1.000 .187/.185
202-16.000 -1.500-187 PA940-B 16.000 15.625 1.500 .187/.185
202-16.000 -1.750-187 PA940-B 16.000 15.625 1.750 .187/.185
202-16.000 -2.000-187 PA940-B 16.000 15.625 2.000 .187/.185
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FOR SIZES NOT LISTED CONTACT 
sales@engseals.com

or 712-580-3990
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