ULTRA-PRECISION

WEAR RINGS

SERIES 980

ENGINEERED SEALS & COMPONENTS, LLC.

PISTON WEAR RING SIZE RANGE - OIL FLOW CONTROL
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ENGINEERED SEALS & COMPONENTS, LLC.
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i RADIUS

SERIES- 980 1/8" C/S- 4 SLOTS / SPECIAL GAP PISTON STYLE

NUMBER OF
PART NUMBER SLOTS COMPOUND
980-032 B 4 PA-940 2.000 1.750 0.500 .125/.123
980-040 -0250 4 PA940-B 2.500 2.250 0.250 .125/.123
980-040 -0980 4 PA940-B 2.500 2.250 0.980 .125/.123
980-040 E 4 PA940-B 2.500 2.250 1.000 .125/.123
980-044 -0250 4 PA940-B 2.750 2.500 0.250 .125/.123
980-044 E 4 PA940-B 2.750 2.500 1.000 .125/.123
980-048 -0250 4 PA940-B 3.000 2.750 0.250 .125/.123
980-048 B 4 PA940-B 3.000 2.750 0.500 .125/.123
980-048 D 4 PA940-B 3.000 2.750 0.750 .125/.123
980-048 E 4 PA940-B 3.000 2.750 1.000 .125/.123
980-052 D 4 PA940-B 3.250 3.000 0.750 .125/.123
980-052 E 4 PA940-B 3.250 3.000 1.000 .125/.123
980-056 D 4 PA940-B 3.500 3.250 0.750 .125/.123
980-056 E 4 PA940-B 3.500 3.250 1.000 .125/.123
980-064 -0165 4 PA940-B 4.000 3.750 0.165 .125/.123
980-064 -0250 4 PA940-B 4.000 3.750 0.250 .125/.123
980-064 D 4 PA940-B 4.000 3.750 0.750 .125/.123
980-064 E 4 PA940-B 4.000 3.750 1.000 .125/.123
980-068 B 4 PA940-B 4.250 4.000 0.500 .125/.123
980-068 D 4 PA940-B 4.250 4.000 0.750 .125/.123
980-072 A 4 PA940-B 4.500 4.250 0.375 .125/.123
980-072 B 4 PA940-B 4.500 4.250 0.500 .125/.123
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ENGINEERED SEALS & COMPONENTS, LLC.

SERIES- 980 1/8" C/S- 4 SLOTS / SPECIAL GAP PISTON STYLE

NUMBER
PART NUMBER (o] 3 COMPOUND I:)O;E
SLOTS
980-072 E 4 PA940-B 4.500 4.250 1.000 .125/.123
980-076 B 4 PA940-B 4.750 4.500 0.500 .125/.123
980-076 E 4 PA940-B 4.750 4.500 1.000 .125/.123
980-080 D 4 PA940-B 5.000 4.750 0.750 .125/.123
980-080 E 4 PA940-B 5.000 4.750 1.000 .125/.123
980-084 D 4 PA940-B 5.250 5.000 0.750 .125/.123
980-088 D 4 PA940-B 5.500 5.250 0.750 .125/.123
980-096 E 4 PA940-B 6.000 5.750 1.000 .125/.123
980-100 D 4 PA940-B 6.250 6.000 0.750 .125/.123
980-104 D 4 PA940-B 6.500 6.250 0.750 .125/.123
980-116 D 4 PA940-B 7.250 7.000 0.750 .125/.123
980-120 B 4 PA940-B 7.500 7.250 0.500 .125/.123
980-120 C 4 PA940-B 7.500 7.250 0.625 .125/.123
980-120 E 4 PA940-B 7.500 7.250 1.000 .125/.123
980-124 G 4 PA940-B 7.750 7.500 1.500 .125/.123
980-088 D 4 PA940-B 5.500 5.250 0.750 .125/.123
980-096 E 4 PA940-B 6.000 5.750 1.000 .125/.123
980-100 D 4 PA940-B 6.250 6.000 0.750 .125/.123
980-104 D 4 PA940-B 6.500 6.250 0.750 .125/.123

FOR SIZES NOT LISTED CONTACT
sales@engseals.com
or 712-580-3990
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| ENGINEERED SEALS & COMPONENTS, LLC.

ENGINEERED SEALS & COMPONENTS
“Let’s Make it Happen”

www.engseals.com - 712-580-3990
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