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  SERIES- WR SPECIAL WEAR RING SIZES
PART NUMBER       

PISTON                       
or ROD

CUT STYLE COMPOUND  O.D.    REF. I.D.   REF. WIDTH C/S

WR-P-1750-2000-121-V100  PISTON 30 DEGREE V-100 1.750 1.508 2.000 .123/.125
WR-P-45-7.8-2.5-V-100 PISTON 30 DEGREE V-100 1.772 1.575 0.307 .096/.098
WR-R-1998-0500-124-V-100 ROD 30 DEGREE V-100 2.000 1.750 0.500 .123/.124
WR-R-2192-0376-096-V100 ROD BUTT V-131A 2.192 2.000 0.375 .095/.097
WR-P-2250-1000-125-CIP131A  PISTON 30 DEGREE V-131A 2.250 2.000 1.000 .123/.125
WR-R-2250-0500-125-CIP131A ROD 30 DEGREE V-131A 2.250 2.000 0.500 .123/.125
WR-P-2250-1000-125-V-100 PISTON 30 DEGREE V-100 2.500 2.250 1.000 .123/.125
WR-P-2500-0375-125-V-100  PISTON 30 DEGREE V-100 2.500 2.250 0.375 .123/.125
WR-P-2500-0750-125-V-100 PISTON 30 DEGREE V-100 2.500 2.250 0.750 .123/.125
WR-R-2500-1000-125-CI131A ROD BUTT V-131A 2.500 2.250 1.000 .123/.125
WR-R-2625-1000-125-CIP131A ROD 30 DEGREE V-131A 2.635 2.375 1.000 .123/.125
WR-R-2692-0760-096-V100 ROD BUTT V-100 2.692 2.500 1.000 .094/.096
WR-P-2750-0750-125-V-100 PISTON 30 DEGREE V-100 2.750 2.500 0.750 .123/.125
WR-P-2750-1000-125-V-100  PISTON 30 DEGREE V-100 2.750 2.500 1.000 .123/.125
WR-P-2750-2000-245-V100 PISTON BUTT V-100 2.750 2.259 2.000 .243/.245
WR-R-2750-1000-125-CIP131A ROD 30 DEGREE V-131A 2.750 2.500 1.000 .123/.125
WR-P-3000-0500-125-V100  PISTON 30 DEGREE V-100 3.000 2.750 0.500 .123/.125
WR-P-3000-1000-125-V100 PISTON 30 DEGREE V-100 3.000 2.750 1.000 .123/.125
WR-P-3250-1000-125-V100  PISTON 30 DEGREE V-100 3.250 3.000 1.000 .123/.125
WR-R-3250-1000-125-CIP131A ROD 30 DEGREE V-131A 3.250 3.000 1.000 .123/.125
WR-R-3250-1000-126-V100 ROD BUTT V-100 3.250 3.000 1.000 .124/.126
WR-R-3250-1500-125-CIP131A ROD 30 DEGREE V-131A 3.250 3.000 1.500 .123/.125
WR-R-3250-1500-125-V100 ROD 30 DEGREE V-100 3.250 3.000 1.500 .123/.125
WR-P-3500-0375-125-CIP131A PISTON 30 DEGREE V-131A 3.500 3.250 0.375 .123/.125
WR-P-3500-0500-125-CIP131A  PISTON 30 DEGREE V-131A 3.500 3.250 0.500 .123/.125
WR-P-3500-0500-126-V-100 PISTON BUTT V-100 3.500 3.500 0.500 .124/.126
WR-P-3500-1000-125-CIP131A  PISTON 30 DEGREE V-131A 3.500 3.250 1.000 .13/.125
WR-P-3750-1000-125-V100  PISTON BUTT V-100 3.500 3.250 1.000 .123/.125
WR-P-3518-0125-094-V-100-BLUE PISTON 30 DEGREE V-100 BLU 3.518 3.321 0.125 .0913/.0963
WR-P-095-12-2.5-SC-CIP131A  PISTON BUTT V-131A 3.740 3.543 0.492 .096/.098
WR-P-4000-0500-125-V100 PISTON BUTT V-100 4.000 3.750 0.500 .123/.125
WR-P-4000-0584-096-V100  PISTON BUTT V-100 4.000 3.806 0.584 .095/.097
WR-P-4000-1000-125-V100 PISTON BUTT V-100 4.000 3.750 1.000 .123/.125
WR-R-4000-0750-125-V100 ROD 30 DEGREE V-100 4.000 3.750 0.750 .123/.125
WR-R-4000-1500-125-V100 ROD 30 DEGREE V-100 4.000 3.750 1.500 .123/.125
WR-P-4250-0750-125-V100  PISTON 30 V-100 4.250 4.000 0.750 .123/.125
WR-R-4250-1000-125-V100 ROD 30 DEGREE V-100 4.250 4.000 1.250 .123/.125
WR-R-4250-1000-126-V100 ROD BUTT V-100 4.250 4.000 1.000 .124/.126
WR-R-4250-1500-125-V100 ROD 30 DEGREE V-100 4.250 4.000 1.500 .123/.125
WR-R-4375-1000-062-V100-SC ROD 30 DEGREE V-100 4.375 4.250 1.000 .060/.062
WR-P-4500-0493-096-V100  PISTON BUTT V-100 4.500 4.306 0.493 .095/.097
WR-P-4500-0500-125-CIP131A PISTON 30 DEGREE V-131A 4.500 4.250 0.500 .123/.125
WR-P-4500-0500-125-V-100  PISTON 30 DEGREE V-100 4.500 4.250 0.500 .123/.125
WR-P-4500-0500-126-V-100 PISTON BUTT V-100 4.500 4.250 0.500 .124/126
WR-P-4500-0750-125-V-100  PISTON 30 DEGREE V-100 4.500 4.250 0.750 .123/.125
WR-P-4500-1000-125-CIP131A PISTON 30 DEGREE V-131A 4.500 4.250 1.000 .123/.125
WR-P-4500-1000-125-V100  PISTON BUTT V-100 4.500 4.250 1.000 .123/.125
WR-P-4750-1000-125-V100 PISTON 30 DEGREE V-100 4.750 4.500 1.000 .123/.125
WR-P-4750-1500-125-V100  PISTON 30 DEGREE V-100 4.750 4.500 1.500 .123/.125
WR-R-4750-2000-125-CIP131A ROD BUTT V-131A 4.750 4.500 2.000 .123/.125
WR-R-4750-2000-125-V-100 ROD 30 DEGREE V-100 4.750 4.500 2.000 .123/.125
WR-P-5000-0500-125-CIP333 PISTON BUTT V-333 5.000 4.750 0.500 .123/.125
WR-P-5000-0500-125-V-100  PISTON 30 DEGREE V-100 5.000 4.750 0.500 .123/.125
WR-P-5000-0750-125-V-100 PISTON BUTT V-100 5.000 4.750 0.750 .123/.125
WR-P-5000-1000-125-V100  PISTON BUTT V-100 5.000 4.750 1.000 .123/.125
WR-R-5000-1500-125-V100 ROD 30 DEGREE V-100 5.000 4.750 1.500 .123/.125
WR-P-5250-1000-125-V100 PISTON BUTT V-100 5.250 5.000 1.000 .123/.125
WR-R-5250-1000-125-CIP131A ROD 30 DEGREE V-131A 5.250 5.000 1.000 .123/.125
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WR-R-5250-1000-125-V100 ROD BUTT V-100 5.250 5.000 1.000 .123/.125
WR-R-5250-1000-126-V100 ROD BUTT V-100 5.250 5.000 1.000 .124/.126
WR-R-5250-1500-125-CIP131A ROD 30 DEGREE V-131A 5.250 5.000 1.500 .123/.125
WR-P-5500-0500-125-V100  PISTON BUTT V-100 5.500 5.250 0.500 .123/.125
WR-P-5500-0750-125-V100 PISTON BUTT V-100 5.500 5.250 0.750 .123/.125
WR-P-5500-1000-125-V100  PISTON BUTT V-100 5.500 5.250 1.000 .123/.125
WR-P-5500-1250-125-CIP131A PISTON 30 DEGREE V-131A 5.500 5.250 1.250 .123/.125
WRT-5.500-0.750-125 ROD BUTT PA940-B 5.500 5.250 0.750 .123/.125
WR-P-5725-0750-125-CIP131A  PISTON 30 DEGREE V-131A 5.750 5.500 0.750 .123/.125
WR-P-5750-0750-125-V100 PISTON BUTT V-100 5.750 5.500 0.750 .123/.125
WR-P-5750-1000-125-V100  PISTON BUTT V-100 5.750 5.500 1.000 .123/.125
WR-R-5750-1500-125-CIP131A ROD 30 DEGREE V-131A 5.750 5.500 1.500 .123/.125
WR-P-150-16-3-SC-CIP131A  PISTON 30 DEGREE V-131A 5.906 5.669 0.630 .116/.118
WR-P-6000-0500-125-CIP333 PISTON 30 DEGREE V-333 6.000 5.750 0.500 .123/.125
WR-P-6000-0500-125-V100  PISTON 30 DEGREE V-100 6.000 5.750 0.500 .123/.125
WR-P-6000-0750-125-V100 PISTON 30 DEGREE V-100 6.000 5.750 0.750 .123/.125
WR-P-6000-1000-125-CIP131A  PISTON 30 DEGREE V-131A 6.000 5.750 1.000 .123/.125
WR-P-6000-1000-125-CIP333 PISTON 30 DEGREE V-333 6.000 5.750 1.000 .123/.125
WR-P-6000-1000-125-V100  PISTON 30 DEGREE V-100 6.000 5.750 1.000 .123/.125
WR-P-6000-1000-126-V100 PISTON 30 DEGREE V-100 6.000 5.750 1.000 .124/.126
WR-R-6198-1960-099-SC-H ROD 30 DEGREE PA940-B 6.200 6.000 1.960 .097/.099
WR-P-6250-1000-125-V100  PISTON 30 DEGREE V-100 6.250 6.000 1.000 .123/.125
WR-R-6250-1000-125-CIP131A ROD BUTT V-131A 6.250 6.000 1.000 .123/.125
WR-R-6250-1500-125-CIP131A ROD BUTT PA940-B 6.250 6.000 1.500 .123/.125
WR-R-6250-2500-125-CIP131A ROD BUTT V-131A 6.250 6.000 2.500 .123/.125
WR-R-6500-1000-125-CIP131A ROD 30 DEGREE V-131A 6.500 6.250 1.000 .123/.125
WR-R-6750-1500-125-CIP131A ROD 30 DEGREE V-131A 6.750 6.500 1.500 .123/.125
WR-P-7000-0500-125-V100  PISTON 30 DEGREE V-100 7.000 6.750 0.500 .123/.125
WR-P-7000-0750-125-V100 PISTON 30 DEGREE V-100 7.000 6.750 0.750 .123/.125
WR-P-7000-1000-125-V100  PISTON 30 DEGREE V-100 7.000 6.750 1.000 .123/.125
WR-P-7000-1250-125-CIP131A PISTON 30 DEGREE V-131A 7.000 6.750 1.250 .123/.125
WR-P-7000-3500-121-CIP131A  PISTON 30 DEGREE V-131A 7.000 6.750 3.500 .119/.121
WR-P-7250-1000-125-CIP131A PISTON 30 DEGREE V-131A 7.250 7.000 1.000 .123/.125
WR-R-7250-1500-125-CIP131A ROD 30 DEGREE V-131A 7.250 7.000 1.500 .123/.125
WR-R-7250-2000-125-CIP131A ROD BUTT V-131A 7.250 7.000 2.000 .123/.125
WR-P-7500-0750-188-CIP131A  PISTON 30 DEGREE V-131A 7.500 7.125 0.750 .186/.188
WR-P-7500-1000-188-CIP131A PISTON 30 DEGREE V-131A 7.500 7.125 1.000 .186/.188
WR-P-7500-1500-125-CIP131A  PISTON 30 DEGREE V-131A 7.500 7.250 1.500 .123/.125
WR-P-7510-0750-193-CIP131A PISTON 30 DEGREE V-131A 7.510 7.125 0.750 .191/.193
WR-P-7520-0750-198-CIP131A  PISTON 30 DEGREE V-131A 7.520 7.125 0.750 .196/.198
WR-P-7.540-1000-145-V-100-JET PISTON 30 DEGREE V-100 7.540 7.250 1.000 .143/.145
WR-R-7750-1000-125-CIP131A ROD BUTT V-131A 7.750 7.500 1.000 .123/.125
WR-P-7530-0750-203-CIP131A PISTON 30 DEGREE V-131A 8.000 7.750 0.500 .123/.125
WR-P-8000-0500-125-V100  PISTON 30 DEGREE V-100 8.000 7.750 0.500 .123/.125
WR-P-8000-1000-125-CIP333 PISTON BUTT C-333 8.000 7.750 1.000 .123/.125
WR-P-8000-1000-125-V100  PISTON 30 DEGREE V-100 8.000 7.750 1.000 .123/.125
WR-R-8250-1000-125-CIP131A ROD 30 DEGREE V-131A 8.250 8.000 1.000 .123/.125
WR-R-8250-1500-125-CIP131A ROD 30 DEGREE V-131A 8.250 8.000 1.500 .123/.125
WR-R-8250-1750-125-CIP131A ROD 30 DEGREE V-131A 8.250 8.000 1.750 .123/.125
WR-R-8250-2500-125-CIP131A ROD 30 DEGREE V-131A 8.250 8.000 2.500 .123/.125
WR-P-8500-2000-125-CIP131A PISTON BUTT V-131A 8.500 8.250 2.000 .123/.125
WR-R-8750-2000-125-CIP131A ROD BUTT V-131A 8.750 8.500 2.000 .123/.125
WR-R-8750-2500-125-CIP131A ROD 30 DEGREE V-131A 8.750 8.500 2.500 .123/.125
WR-P-9000-0750-188-V-100  PISTON 30 DEGREE V-100 9.000 8.625 0.750 .186/.188
WR-P-9000-1000-125-CIP131A PISTON BUTT V-131A 9.000 8.750 1.000 .123/.125
WR-P-9000-1000-125-V100  PISTON 30 DEGREE V-100 9.000 8.750 1.000 .123/.125
WR-P-9000-1250-125-CIP131A PISTON 30 DEGREE V-131A 9.000 8.750 1.250 .123/.125
WR-P-9000-1500-129-CIP131A  PISTON BUTT V-131A 9.000 8.750 1.500 .127/.129
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WR-P-9000-1750-121-CIP131A PISTON BUTT V-131A 9.000 8.750 1.750 .119/.121
WR-P-9250-1000-125-V100  PISTON 30 DEGREE V-100 9.250 9.000 1.250 .123/.125
WR-R-9250-1000-125-CIP131A ROD 30 DEGREE V-131A 9.250 9.000 1.000 .123/.125
WR-R-9250-1500-125-CIP131A ROD BUTT V-131A 9.250 9.000 1.500 .123/.125
WR-R-9250-2000-125-CIP131A ROD BUTT V-131A 9.250 9.000 2.000 .123/.125
WR-P-9500-0750-188-CIP131A PISTON BUTT V-131A 9.500 9.125 0.750 .186/.188
WR-P-9500-0750-188-CIP333  PISTON BUTT V-333 9.500 9.125 0.750 .186/.188
WR-P-9500-1000-125-V-100 PISTON BUTT V-100 9.500 9.250 1.000 .123/.125
WR-P-9500-1000-188-CIP131A  PISTON BUTT V-131A 9.500 9.125 1.000 .186/.188
WR-R-9750-2000-125-CIP131A ROD 30 DEGREE V-131A 9.750 9.500 2.000 .123/.125
WR-P-10000-0750-188-V-100  PISTON BUTT V-100 10.000 9.625 0.750 .186/.188
WR-P-10000-1000-125-CIP131A PISTON BUTT V-131A 10.000 9.750 1.000 .123/.125
WR-P-10000-1500-125-CIP131A  PISTON BUTT V-131A 10.000 9.750 1.500 .123/.125
WR-P-10000-1500-129-CIP131A PISTON BUTT V-131A 10.000 9.750 1.500 .127/.129
WR-P-10000-2000-125-CIP131A  PISTON BUTT V-131A 10.000 9.750 2.000 .123/.125
WR-P-10000-2000-129-CIP131A PISTON BUTT V-100 10.000 9.750 2.000 .127/.129
WR-P-10000-2000-187-V100  PISTON BUTT V-100 10.000 9.625 2.000 .185/.187
WR-P-10000-2000-188-CIP131A PISTON BUTT V-131A 10.000 9.625 2.000 .186/.188
WR-P-260-24.5-2.5-CIP131A  PISTON BUTT V-131A 10.236 10.039 1.000 .096/.098
WR-P-10250-1000-125-V-100  PISTON BUTT V-100 10.250 10.000 1.000 .123/.125
WR-R-10250-2500-125-CIP131A ROD BUTT V-131A 10.250 10.000 2.500 .123/.125
WR-P-10500-2000-125-CIP131A PISTON BUTT V-131A 10.500 10.250 2.000 .123/.125
WR-P-11000-1500-125-CIP131A  PISTON BUTT V-131A 11.000 10.750 1.500 .123/.125
WR-P-11250-2500-125-CIP131A PISTON 30 DEGREE V-131A 11.250 11.000 2.500 .123/.125
WR-P-12000-1500-125-CIP131A  PISTON 30 DEGREE V-131A 12.000 11.750 1.500 .123/.125
WR-P-12000-2500-125-CIP131A PISTON 30 DEGREE V-131A 12.000 11.750 2.500 .123/.125
WR-P-12000-2500-129-CIP131A  PISTON 30 DEGREE V-131A 12.000 11.750 2.500 .127/.129
WR-P-12250-2000-125-CIP131A ROD 30 DEGREE V-131A 12.250 12.000 2.000 .123/.125
WR-R-12250-2500-125-CIP131A ROD BUTT V-131A 12.250 12.000 2.500 .123/.125
WR-P-13000-1750-125-CIP131A  PISTON 30 DEGREE V-131A 13.000 12.750 1.750 .123/.125
WR-P-13000-2500-125-CIP131A PISTON 30 DEGREE V-131A 13.000 12.750 2.500 .123/.125
WR-R-13250-2500-125-CIP131A ROD BUTT V-131A 13.250 13.000 2.500 .123/.125
WR-R-13250-3000-125-CIP131A ROD BUTT V-131A 13.250 13.000 3.000 .123/.125
WR-P-14000-1000-125-CIP131A  PISTON BUTT V-131A 14.000 13.750 1.000 .123/.125
WR-P-14000-1500-125-V-100 PISTON BUTT V-100 14.000 13.750 1.000 .123/.125
WR-P-14000-2000-125-CIP131A  PISTON 30 DEGREE V-131A 14.000 13.750 2.000 .123/.125
WR-P-14000-2000-129-CIP131A PISTON 30 DEGREE V-131A 14.000 13.750 2.000 .127/.129
WR-P-15000-1500-187-CIP333 PISTON BUTT V-333 15.000 14.750 1.500 .185/.187
WR-P-15000-2000-125-CIP131A  PISTON 30 DEGREE V-131A 15.000 14.750 2.000 .123/.125
WR-P-15010-1500-193-CIP333 PISTON BUTT V-333 15.010 14.625 1.500 .191/.193
WR-P-15020-1500-198-CIP333  PISTON BUTT V-333 15.020 14.625 1.500 .196/.198
WR-P-15030-1500-203-CIP333 PISTON BUTT V-333 15.030 14.625 1.500 .201/.203
WR-P-16000-2000-125-CIP131A  PISTON 30 DEGREE V-131A 16.000 15.750 2.000 .127/.129
WR-P-16000-2000-129-CIP131A PISTON 30 DEGREE V-333 16.000 15.750 2.000 .127/.129
WR-P-16000-2000-188-CIP333  PISTON 30 DEGREE V-333 16.000 15.625 2.000 .186/.188
WR-P-16000-2500-125-CIP131A PISTON BUTT V-131A 16.000 15.750 2.500 .123/.125
WR-P-18000-2000-190-CIP131A PISTON BUTT V-131A 18.000 17.625 2.000 .188/.190
WR-P-20000-2000-125-CIP131A  PISTON BUTT V-131A 20.000 19.750 2.000 .123/.125
WR-P-20000-2500-125-CIP131A PISTON BUTT V-131A 20.000 19.750 2.000 .123/.125
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